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Akkreditierungsstelle
D-ZE-11321-01-00

CERTIFICATE

No. Z2B 015347 0506 Rev. 00

Product Service

Holder of Certificate: TORMAX

A Division of Landert Group AG

Unterweg 14
8180 Blilach
SWITZERLAND

Certification Mark:

R EN 16005
R,

Product: powered pedestrian doors
(Automatic sliding door System)

The product was tested on a voluntary basis and complies with the essential requirements. The
certification mark shown above can be affixed on the product. It is not permitted to alter the
certification mark in any way. In addition the certification holder must not transfer the certificate to
third parties. See also notes overleaf.

Test report no.: 028-713142273-000

Valid until: 2023-10-24

Date, 2018-10-26 ( Abdul Sabbagh /
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Y No. Z2B 015347 0506 Rev. 00
=)
o Model(s): TORMAX 2353.HERM
< TORMAX 2453.HERM
Q
Ll
: Door system TORMAX 2353.HERM | TORMAX 2453.HERM
Numbers of door leafs 1
o Weight of door leaf < 150 kg < 300 kg
LLI Drive units TORMAX 2303 TORMAX 2403
<] TORMAX 2303.HB TORMAX 2403.HB
| Control unit MCU42-BDM-E
’ Firmware version V 1.00
- Numbers of motors (24 DG, 130 W) (each 40 DO 130 W)
< Rated voltage 115V AC or 230 V AC 116 V AC or 230 V AC or 230/115 V AC
N Rated frequency 50 - 60 Hz
| s Rated current 3,1Aor1,55A 33Aor165A0r1,65/33A
{ Rated power input max. 305 W max. 375 W
-e- Degree of protection IP 20
< Temperature range -20°Cto+50°C
Performance Level d
- Category 2
o
i L
Q
Classification
. 1 kind of drive 2: sliding door drive
2 durability 1: 200.000
-FH-HI]I 3 leaf construction 2: sliding door
' ’n’(ﬂﬂ 4 fire protection door 0: fire-doorset properties not tested
B(]=4 5 safety devices 1: force limitation
:‘II;I(ID&' 2: external safety devices
) 6 special requirements 0: no special requirements
AIE 7 safety at the door system 2: with protection for fingers
8 ambient temperature 4. manufacturers data -20°C +50°C

Tested
according to:

Production
Facility(ies):
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EN 16005:2012

DIN 18650-1:2010

DIN 18650-2:2010

EN 60335-1:2012/A11:2014
EN 60335-2-103:2015

EN ISO 13849-1:2015

EN ISO 13849-2:2012

005121

TOV SUD Product Service GmbH « Certification Body « Ridlerstrafie 65 « 80339 Munich Germany




